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ECOSTUCCO is a pre-mixed powered grout, used
for grouting inside and outside joints of Pietraeco.

It is available in bags of 25 kg and in 6 colors;

in the right consistency it does not drain, avoiding
the risk of dirtying the stones, it does not recede during
drying and it perfectly adheres to stones and bottoms.

Average consumption of Ecostucco DRY NORMAL FULL OVER
installation with double spreading  ioint/ retouch joint joint joint
Reconstructed stone 1 kg/sqm 7-9 kg/sqm | 11-13 kg/sqm|18-20 kg/sqm
Reconstructed brick 3-4 kg/sqm 4-6 kg/sqm
Corner TIm=0.25 sgm

Rastone S.r.l. Unipersonale | Via leonardo Da Vinci, 762 - 24040 Barbata (BG| - Italy

tel. +39 0363 914 902 | www.rastone.com | piefraeco@rastone.com | www.piefraeco.it
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rietraeco

The ideal grout
for natural-looking joints.

Types of joint

Not only laying, also grouting is important. The color of grouting, the quantity in the joints
and the different working technics can change completely the final aspect and aesthetic.

Ecostucco widens the possibilities of grouting based on processing times and, depending
on how it is processed, any type of finish can be obtained, from the smoothest and most
homogeneous to the coarser, typical of the charm of old natural mortars.

Main types and specific installation precautions:

®  Dry joint / Retouch: In this laying typology, Pietraeco single manufactured stones are installed
next to each other. Grout with Ecostucco in case of open cracks.

e Normal joint: In this laying typology, the grout is inserted for a layer thickness
of about 2/3 cm, depending on the ordered model. The stone last centimetre is left empty
and then the grout is pulled.

e Fulljoint: In this laying typology, the joints are completely filled with grout. Then the grout
is pulled with small trowels.

e Over joint: The grout is injected over the complete filling of the joint, also placing it close
to and over the surface of the stones.
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Bianco malta Beige marchigiano Marrone toscano

Grigio terra Grigio chiaro Grigio antracite

La presente Scheda prodotto sostituisce tutti i dati e le versioni precedenti. | dati e le informazioni contenuti nelle nostre Schede prodotto corrispondono alle nostre attuali conoscenze ed esperienze pratiche

di impiego. | dati e le informazioni sono stati elaborati in modo accurato e responsabile, tuttavia senza alcuna garanzia di esattezza e completezza e rappresentano solo indicazioni di carattere generale

che non vincolano giuridicamente in alcun modo la nostra azienda. Essi non esimono aliresi il cliente dalla responsabiliter di controllare autonomamente I'idoneita del prodotto per il tipo di impiego previsto.

I nostri prodotti sono sotffoposti, come tutte le materie prime di cui sono composti, ad un controllo continuo a garanzia di una qualité costante. La presente Scheda prodotto & di proprieta di RASTONE Srl

e non pud essere oggetto di vendita. Ogni sua parte, fotografie, disegni e layout, sono protetti dalle leggi sul Copyright e non possono pertanto essere riprodotii, se non con licenza scritta e firmata da
RASTONE Sil. Campionatura gratuita di modico valore ai sensi del DPR 633/1972 art. 2 co.4 e SMI
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Preparation of Ecostucco

Preparation

Mix with about 4-4.5 litres of clean, fresh water each 25 kg bag of Ecostucco powder,

until you obtain a homogeneous mixture. Adjust the texture depending on the surface conditions
and temperature. With very absorbent surfaces and summer temperatures keep the mixture
slightly more liquid, otherwise keep it more dense with wet material or winter temperatures

(not less than 5 °C). Apply the stucco obtained with the above procedure using the special bag
dispenser supplied by Rastone cut at one end with a hole large enough for the joint.

When applying the grout, make sure no stone pours out, as this will permanently stain the stone.

Special precautions

®  Because it is a natural product, the colour of mortar may vary depending on several factors,
such as the installation method, temperature, humidity and drying time.
For this reason, if possible, complete the wall grouting (from edge to edge) in a single session
and do not leave the job half-done.

®  Never work the grout while it is still soft.

* Do not use spatulas, brushes, brooms or wet sponges.

e Absolutely avoid smoothening the joints using wet sponges or brushes.
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Inerte Vulcanico / Coarse grain effect

To obtain a much more rough and old effect,

as by real ancient stone walls, you have to mix
Inerte Vulcanico with our Ecostucco. One 7,5 L bag
with 3/8 mm grain into a 25 kg bag of Ecostucco.

La presente Scheda prodotto sostituisce tutti i dati e le versioni precedenti. | dati e le informazioni contenuti nelle nostre Schede prodotto corrispondono alle nostre attuali conoscenze ed esperienze pratiche

di impiego. | dati e le informazioni sono stati elaborati in modo accurato e responsabile, tuttavia senza alcuna garanzia di esattezza e completezza e rappresentano solo indicazioni di carattere generale

che non vincolano giuridicamente in alcun modo la nostra azienda. Essi non esimono aliresi il cliente dalla responsabiliter di controllare autonomamente I'idoneita del prodotto per il tipo di impiego previsto.

I nostri prodotti sono sotffoposti, come tutte le materie prime di cui sono composti, ad un controllo continuo a garanzia di una qualité costante. La presente Scheda prodotto & di proprieta di RASTONE Srl

e non pud essere oggetto di vendita. Ogni sua parte, fotografie, disegni e layout, sono protetti dalle leggi sul Copyright e non possono pertanto essere riprodotii, se non con licenza scritta e firmata da
RASTONE Sil. Campionatura gratuita di modico valore ai sensi del DPR 633/1972 art. 2 co.4 e SMI



