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 - Techinacal Products - 

Ecotassello 
Plug 

Screw Use Pieces per box
Stainless steel Screw Internal / Outdoor 100 pcs.

•    plug Ø 0.8 cm | plate Ø 5 cm | stainless steel screw (internal/outdoor) 
•    universal plug for mechanical fixing, completed with a stainless steel screw and plate

Plugging scheme: the layout of Ecotasselli must follow a square grid of 40 cm each side, 
that is to say 6.25 Ecotasselli/sqm. The plug must have a grid inside the bearing structure 
of at least 4 cm.

Ecotassello is the universal plug that together  
with Ecocolla and Ecorete reinforces the laying  
when the mechanical strength levels  
are not enough to support Pietraeco.
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La presente Scheda prodotto sostituisce tutti i dati e le versioni precedenti. I dati e le informazioni contenuti nelle nostre Schede prodotto corrispondono alle nostre attuali conoscenze ed esperienze pratiche 
di impiego. I dati e le informazioni sono stati elaborati in modo accurato e responsabile, tuttavia senza alcuna garanzia di esattezza e completezza e rappresentano solo indicazioni di carattere generale 
che non vincolano giuridicamente in alcun modo la nostra azienda. Essi non esimono altresì il cliente dalla responsabilità di controllare autonomamente l’idoneità del prodotto per il tipo di impiego previsto. 
I nostri prodotti sono sottoposti, come tutte le materie prime di cui sono composti, ad un controllo continuo a garanzia di una qualità costante. La presente Scheda prodotto è di proprietà di RASTONE Srl 
e non può essere oggetto di vendita. Ogni sua parte, fotografie, disegni e layout, sono protetti dalle leggi sul Copyright e non possono pertanto essere riprodotti, se non con licenza scritta e firmata da 

RASTONE Srl. Campionatura gratuita di modico valore ai sensi del DPR 633/1972 art. 2 co.4 e SMI
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Procedure
1. Apply a thin layer of Ecocolla on the base, minimum 3/4 mm;
2. Drown Ecorete in Ecocolla, making sure that the glue rises the joint by at least  

10 cm and also wraps around the edges; 
3. Apply a second skim coat with Ecocolla, so that it completely covers Ecorete;
4. Following a 40x40 cm scheme, drill using an 8 mm drill deep into the structure,  

then place and fix Ecotasselli plugs;
5. Check their tightness and eventually replace the ones that do not grip;
6. Cover the head of the plugs with a layer of Ecocolla to avoid possible infiltrations. 

Install Pietraeco only when completed dry (minimum 2 days).

Mechanical fixing on non stable bases
When you are working on installation bases that do not meet the minimum requirements of reliability 
anf therefore with mechanical resistance levels that are not sufficient to support Pietraeco facings, 
Rastone recommends a mechanical coupling with a laying of Ecocolla glue, in which it is dipped 
Ecorete net and that is then sealed on the structure through Ecotasselli. 


