
 Rastone S.r.l. Unipersonale  |  Via Leonardo Da Vinci, 762 - 24040 Barbata (BG) - Italy 
tel. +39 0363 914 902  |  www.rastone.com  |  pietraeco@rastone.com  |  www.pietraeco.it

 - Techinacal Products - 

Isotassello 
Plug for therm

al insulating

To reinforce the installation of Pietraeco  
coatings on thermal insulation mechanical fixing  
is recommended through the use, together with Ecocolla 
and Ecorete, of Isotasselli, anchoring plugs for thermal 
insulation with a thermal-insulated steel screw.

• plug Ø 0.8 cm | plate Ø 6 cm 
• pluig for thermal insulation with a heat-insulated steel screw 
•      ETA13/0724 homologation for categories: A concrete / B solid brick /
       C brick / D lightweighted vibrated concrete/ E cellular concrete.
 
Plugging scheme: the layout of Isotasselli must follow a square grid of 40 cm each side,  
that is to say 6.25 Isotasselli/sqm; in the perimeter areas 200 cm from the edge the number  
of plugs must be doubled to 12.50 Isotasselli/sqm. The plug must have an expansion  
within the wall of at least 2.5 cm.



 - Techinacal Products - 

La presente Scheda prodotto sostituisce tutti i dati e le versioni precedenti. I dati e le informazioni contenuti nelle nostre Schede prodotto corrispondono alle nostre attuali conoscenze ed esperienze pratiche 
di impiego. I dati e le informazioni sono stati elaborati in modo accurato e responsabile, tuttavia senza alcuna garanzia di esattezza e completezza e rappresentano solo indicazioni di carattere generale 
che non vincolano giuridicamente in alcun modo la nostra azienda. Essi non esimono altresì il cliente dalla responsabilità di controllare autonomamente l’idoneità del prodotto per il tipo di impiego previsto. 
I nostri prodotti sono sottoposti, come tutte le materie prime di cui sono composti, ad un controllo continuo a garanzia di una qualità costante. La presente Scheda prodotto è di proprietà di RASTONE Srl 
e non può essere oggetto di vendita. Ogni sua parte, fotografie, disegni e layout, sono protetti dalle leggi sul Copyright e non possono pertanto essere riprodotti, se non con licenza scritta e firmata da 

RASTONE Srl. Campionatura gratuita di modico valore ai sensi del DPR 633/1972 art. 2 co.4 e SMI

Isotassello
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Code Tightness of Insulation Pieces per box

 ISO 8X115 4 cm 200 pcs.
 ISO 8X115 6 cm 200 pcs.
 ISO 8X135 8 cm 200 pcs.
 ISO 8X155 10 cm 200 pcs.
 ISO 8X175 12 cm 200 pcs.
 ISO 8X195 14 cm 200 pcs.
 ISO 8X215 16 cm 100 pcs.
 ISO 8X235 18 cm 100 pcs.
 ISO 8X255 20 cm 100 pcs.
 ISO 8X275 22 cm 100 pcs.
 ISO 8X295 24 cm 100 pcs.

Procedures on thermal insulation
1. Drill the bearing structure with a 0.8 cm drill to a depth of at least 1 cm beyond that of the anchor, 

then clean the holes and make a countersinking of 1.6 - 1.8 cm using a special cutter in order  
to obtain an optimal screwing of the plate; 

2. Apply on the base a thin layer of Ecocolla (ca. 0.2 cm);
3. Mark the milled holes drilling the smoothing just made;
4. Drown the Ecorete, making sure to cover the joints at least 10 cm; 
5. Insert Isotasselli plugs into the previously prepared holes and screw them up to the surface;
6. Check the correct tightness of each plug and cover each with a last layer of Ecocolla. 

Apply Pietraeco facings only when completed dry (minimum 5/7 days when laying the insulation).


